## CDCLVD110ARHBT

$$
\begin{array}{ll}
\text { Part Number: } & \text { CDCLVD110ARHBT } \\
\text { Product Description: } & \text { IC CLK BUFFER 2:10 1.1GHZ } \\
\text { RoHs Status: } & \text { Lead free / RoHS Compliant } \\
\text { Datasheets: } &
\end{array}
$$

Manufacturer/Brand:

## Product details

| Part Number | CDCLVD110ARHBT | Manufacturer | N/A |
| :---: | :---: | :---: | :---: |
| Description | IC CLK BUFFER 2:10 1.19Hz 320FN | Lead Free Status / RoHS Status | Lead free / RoHS Compliant |
| Data sheet |  |  |  |
| Voltage - Supply | $2.375 \mathrm{\sim} \sim 2.625 \mathrm{~V}$ | Type | Fanout Buffer (Distribution), Multiplexer |
| Supplier Device Package | 32-VQFN ( $5 \times 5$ ) | Series | - |
| Ratio - Input:Output | 2:10 | Packaging | Cut Tape (CT) |
| Package / Case | 32-VFQFN Exposed Pad | Output | LVDS |
| Other Names | 296-23857-1 | Operating Temperature | $-40^{\circ} \mathrm{C} \sim 85^{\circ} \mathrm{C}$ |
| Number of Circuits | 1 | Mounting Type | Surface Mount |
| Moisture Sensitivity Level (MSL) | 2 (1 Year) | Manufacturer Standard Lead Time | 8 Weeks |
| Lead Free Status / RoHS Status | Lead free / RoHS Compliant | Input | LVDS |
| Frequency - Max | 1.16Hz | Differential - Input:Output | Yes/Yes |
| Detailed Description | Clock Fanout Buffer (Distribution), Multiplexer IC 2:10 1.16Hz 32-VFQFN Exposed Pad | Base Part Number | CDCLVD110 |

Related Products


## Related tags

CDCLVD110ARHBT CDCLVD110ARHBT Price CDCLVD110ARHBT PDF Datasheet cDCLVD110ARHBT Stock CDCLVD110ARHBT
CDCLVD110ARHBT Distributor
CDCLVD110ARHBT Pictures
CDCLVD110ARHBT Download Datasheet
Buy CDCLVD110ARHBT
Supplier

CDCLVD110ARHBT Supplier
CDCLVD110ARHBT Image
CDCLVD110ARHBT Datashee
Buy CDCLVD110ARHBT
Distributor

## $M_{\text {Micro-Seniconductorcom }}$

Address: Unit 1314 L Lippo Sun Plaza 28 Canton Road Tsim Sha Tsui, KLN, Hong Kong
Copyright © 2020 Reliable Distributor of Electronic Components
info@Micro-Semiconductors.hk
Iso (1) (14) (1) (3)

