IINT

## 8N3QV01LG-0035CDI8

| Part Number: | 8N3QV01LG-0035CDI8 |
| :---: | :---: |
| Product Description: | IC OSC VCXO QD FREQ 10CLCC |
| RoHs Status: | Contains lead / RoHS non-compliant |
| Datasheets: | (2) 1.8N3QV01LG-0035CDI8.pdf 2.8N3Qv01LG-0035CDI8.pdf |

```
Manufacturer/Brand
Ship From:
Shipment Way:
```

IDT (Integrated Device Technology)
Hong Kong
DHL/Fedex/TNT/UPS/EMS
$\square$ SUBMIT RFQ

## Product details

| Part Number | 8N3QV01LG-0035CDI8 | Manufacturer | IDT (Integrated Device Technology) |
| :---: | :---: | :---: | :---: |
| Description | IC OSC VCXO QD FREQ 10CLCC | Lead Free Status / RoHS Status | Contains lead / RoHS non-compliant |
| Data sheet | 1.8N3QV01LG-0035Cdi8.pd2.8N3QV01LG-0035CDI8.pdf |  |  |
| Voltage - Supply | $2.375 \sim \sim 2.625 \mathrm{~V}$ | Type | vcxo |
| Supplier Device Package | 10-CLCC (7x5) | Series | Fentoclock® Ng |
| Packaging | Tape \& Reel (TR) | Package / Case | 10-CLCC |
| Other Names | IDT8N3QV01LG-0035CDI8 IDT8N3QV01LG-0035CDI8-ND | Operating Temperature | $-40^{\circ} \mathrm{C} \sim 85^{\circ} \mathrm{C}$ |
| Mounting Type | Surface Mount | Moisture Sensitivity Level (MSL) | 1 (Unlimited) |
| Lead Free Status / RoHS Status | Contains lead / RoHS non-compliant | Frequency | 155.52MHz, 156.25MHz, 128.78788MHz, 159.375MHz |
| Detailed Description | vCXO IC 155.52MHz, 156.25MHz, 128.78788MHz, 159.375MHz 10-CLCC (7x5) | Current - Supply | 145mA |

Count
Related Products


## Micro-Semiconductor.com

Addiess: Unit 13 14F Lippo Sun Plaza 28 Canton Rood Tsim Sha Tsui, KNN, Hong Kong
Copyright © 2020 Reliable Distributor of Electronic Components
info@Micro-Semiconductors.hk

ISO ©IG (IAF) ©L) ©it

